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11M-4/M-8 GB

Adjusting the Packing Seal Assembly

i
There is a hole in the cap (1). If coating medium is discharged 
from this hole, the packing requires adjustment

 1. Unscrew the cap (1) with a !at head screw driver, then remove the 
spring (2).

 2. Use box spanner 10 mm socket wrench to turn the pressure plate a 
quarter turn to the right.

 3. Replace the spring (2) and tighten the cap (1) as far as the stop.

  If the problem persists, please consult your Titan service center.
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12 M-4/M-8GB

Replacing/Removing the Filter
 1.  Loosen the "tting (1) with a wrench and pull the "lter housing (2) and 

"lter (3) out of the gun. 

 2.  Take the old "lter out of the "lter housing.

 3.  Insert the new "lter, with the narrow end facing upwards, into the "lter 
housing.

 4.  Place the handle seal into the gun head with the !at side of the seal 
toward the gun head.

 5. Insert the "lter housing (3) back into the gun and screw it securely into 
place. 
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13M-4/M-8 GB
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Item Part # Description

1 0335301 

2339659
Cap  (3600 PSI, 250 bar) 

Cap  (7700 PSI, 530 bar)

2 2332588 Handle recess

3 2344878 

 

0347335

Pressure spring (3600PSI, 
250 bar) 

Pressure spring  (7700PSI, 

530 bar)

4 2347489 Seal Assy/Di#user

5 2332598 Cylinder pin

6 9910403 Cap nut

7 2343066 

 

2343158

Gun housing  (3600 PSI, 
250 bar)

Gun housing   (7700 PSI, 

530 bar)

8 2343085 Bolt

Item Part # Description

9 662-xxx 

696-xxx

SC6+Tip 

TR High Pressure tip 

(7700 PSI, 530 bar)

10  

0289228 

661-027

Tip guard (G thread) 

3600 PSI (250 bar) 

7700 PSI (530 bar)

11 2332605 Trigger guard

12 2333189 Trigger, complete

13 0043303 Grip seal

14 0089958 

0089957

Gun "lter (white, 2 pc.) 

Gun "lter (green, 2 pc.)

15 2347490 

 

2347492

Filterhousing (3600 PSI, 
250 bar) 

Filterhousing  (7700 PSI, 

530 bar)

Spare parts list


