
 
 
 

Studded T-Post Specification Sheet 
 

 
 
 

Material: 
 
 
 

Manufacturing Co. 
& Locations: 

Hot rolled rail steel (ASTM A499) or new billet possessing physical properties 
equivalent to A499 
 
 
CMC Southern Post ● Columbia, SC; Magnolia, AR; San Marcos, TX;   Brigham 
City, UT 

 
 

Available 
Weights: 

0.85 lbs/ft (nominal) 
0.95 lbs/ft (nominal) 

1.25 lbs/ft * (nominal) 1.50 lbs/ft (nominal) 
1.33 lbs/ft (nominal) 

 
*Required weight for ASTM A702 certification 

 
 
        Lengths 4.00' ** 8.00' 

5.00' 9.00' 
5.50' 10.00' 
6.00' 10.33' 
6.50' 11.00' 
7.00' 12.00' 

 
** Available in bare steel only 

 
 

Coatings: 
 
 
 
 
 

Anchor Plate: 
 
 
 

Packaging: 

bare steel 
green enamel paint 
orange enamel paint 
galvanized (hot dipped in accordance with ASTM A123) 
 
 
3 stud anchor plate 
(posts are available without plates at customer's request) 
 
 
For lengths 5.0' and greater, 200-piece master bundle consisting of 40 
sub-bundles of 5 pieces. 

 
For 4.0' bare steel, 400-piece master bundles (no sub-bundles) 
200-piece bundles available in bare steel at customer's request 

 
 
 
 
Silt Management Supplies, LLC. 

Phone: 281-717-8921 

www.siltmanagementsupplies.com 


